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Shenzhen Youth Green Lighting Technology Co.,LTD.
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Dimensions 

Motion Sensor /PIR sensor, Photocell 

Beam Angle: Type II, Type III, Type IV, Type V 

Material and color (optional)

LEDs: SMD2835

Efficacy: 130LM/W

AC120V-277V or 277V-480V

0/1-10V dimmable

Temperature: -40°F-113°F(-40°C to 45°C) 

PF>0.90, CRI >80

IP 66

5 years warranty
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Accessories (optional)  

Square Pole Arm Trunnion Slip Fitter N type adjustable 
angle bracket

U-bracket



Structure
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8. Lens screw

9.LED driver compartment screws

10. LED driver  compartment cover

11. Silicone for LED driver  compartment

12. LED driver

13. Waterproof screws

1. Sensitive cover

2. Sensitive cover silica gel

3. Radiator

4. Light source module

5. Aluminum base plate screws

6. Lens silicone

7. Lens

Applications
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240WUL  3500K  

400WUL    3500K

300WUL    3500K

500WUL    3500K

Luminaire Photometric Test Report

  60WUL   3500K 100WUL  3500K



130LM/W

60

AC120-277V

 or

AC277-480V

Model No. Input VoltageWatts (W) Efficacy CCT (K) Size (inch) N.W (lbs)

YG043PK60-S-3C-DM

16.93*11.93*4.06YG043PK100-S-3C-DM

YG043PK185-S-3C-DM

YG043WK240-S-3C-DM

YG043WK300-S-3C-DM

YG043bK400-S-3C-DM

YG043bK500-S-3C-DM

YG043PK150-S-3C-DM

100

150

185

240

300

400

500

23.6*11.93*4.06

30.2*11.93*4.06
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Dimming functionDM SD

L: AC120-277V   H: AC277-480VL/H

PS:EEE=

Dimming function+Sensing 

CCT=3000K / 3500K / 4000K / 5000K / 5700K

Ordering information

Parameter

8.07

8.95

8.84

8.95

15.48

15.58

22.27

22.27

5000

5700

4000

3500

3000
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Installation Guide



SHENZHEN YOUTH GREEN LIGHTING TECHNOLOGY CO.,LTD

06 Email: sales01@youthgreenled.com; Web: www.youthgreenled.com       

AC120-277V or AC277-480V

Please read these instructions completely and carefully 
before installation
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